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B AQUATIC DESIGN
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GENERAL NOTES:

1. CONTRACTOR TO NOTIFY TERRACCON TO CONDUCT A SITE VISIT ONCE THE POOL FINISH
HAS BEEN DEMOLISHED DOWN TO BARE CONCRETE SO THAT TERRACON CAN OBSERVE
THE CONDITION OF THE EXITING POOL SHELL AND PROVIDE DIRECTION REGARDING
REPAIRS.

2. TERRACON IS NOT RESPONSIBLE CR LIABLE FOR THE CONDITION OF EXISTING POCL
SHELL AND PROVIDES NO GUARANTEE OR WARRANTY THAT THE EXISTING SHELL MEETS
CURRENT INDUSTRY STANDARD OR CODE 2.

3. INTERPRETATION OF DRAWINGS & SPECIFICATIONS

A. FOR CONVENIENCE, SPECIFICATIONS HAVE BEEN PREPARED FOR THIS PROJECT AND
ARE ARRANGED IN SEVERAL SECTIONS, BUT SUCH SEPARATION SHALL NOT BE
CONSIDERED AS THE LIMITS OF THE WORK REQUIRED OF ANY SEPARATE TRADE. THE
TERMS AND CONDITIONS OF SUCH LIMITATIONS ARE WHOLLY BETWEEN THE
CONTRACTOR AND HIS SUBCONTRACTORS.

B. IN GENERAL, THE WORKING DETAILS WILL INDICATE DIMENSIONS, POSITION AND
KIND OF CONSTRUCTION, AND THE SPECIFICATIONS, QUALITIES AND METHODS. ANY
WORK INDICATED ON THE WORKING DETAILS AND NOT MENTIONED IN THE
SPECIFICATION, OR VICE VERSA, SHALL BE FURNISHED AS THOUGH FULLY SET FORTH
IN BOTH. WORK NOT PARTICULARLY DETAILED, MARKED OR SPECIFIED, SHALL BE
THE SAME AS SIMILAR PARTS THAT ARE DETAILED, MARKED CR SPECIFIED. IF
CONFLICTS OCCUR ON DRAWINGS AND/OR SPECIFICATIONS, THE ENGINEER SHALL BE
NOTIFIED IMMEDIATELY.

C. SHOULD AN ERROR APPEAR IN THE WORKING DETAILS OR SPECIFICATIONS CR IN
WQORK DONE BY OTHERS AFFECTING THIS WORK, THE CONTRACTOR SHALL NOTIFY
THE ENGINEER/ARCHITECT AT ONCE AND IN WRITING. IF THE CONTRACTOR
PROCEEDS WITH THE WORK SO AFFECTED WITHOUT HAVING GIVEN SUCH WRITTEN
NOTICE AND WITHOUT RECEIVING THE NECESSARY APPROVAL, DECISION CR
INSTRUCTIONS IN WRITING FROM THE OWNER, THEN HE SHALL HAVE NO VALID
CLAIM AGAINST THE OWNER, FOR THE COST OF SO PROCEEDING AND SHALL MAKE
GOOD ANY RESULTING DAMAGE OR DEFECT. NG VERBAL APPRCVAL, DECISION, OR
INSTRUCTION SHALL BE VALID OR BE THE BASIS FOR ANY CLAIM AGAINST THE
OWNER, TS OFFICERS, EMPLOYEES OR AGENTS. THE FOREGOING INCLUDES TYPICAL
ERRORS IN THE SPECIFICATIONS OR NOTATIONAL ERRORS IN THE WORKING DETAILS
WHERE THE INTERPRETATION IS DOUBTFUL OR WHERE THE ERRCR IS SUFFICIENTLY
APPARENT AS TO PLACE A REASONABLY PRUDENT CONTRACTOR ON NOTICE THAT,
SHOULD HE ELECT TO PROCEED, HE 15 DCING SO AT HIS OWN RISK.

3. CONSTRUCTION SHALL CONFORM TO ALL APPLICABLE CODES & REGULATIONS.
4. SAFETY NOTE:

A. [T 1S THE CONTRACTORS RESPONSIBILITY TO COMPLY WITH THE PERTINENT
SECTIONS, AS THEY APPLY TC THIS PROJECT, OF THE "CONSTRUCTION SAFETY
ORDERS" ISSUED BY THE STATE OF CALIFORNIA LATEST EDITION, AND ALL OSHA
REQUIREMENTS.

B. THE CWNER AND THE STRUCTURAL ENGINEER DO NOT ACCEPT ANY RESPONSIBILITY
FOR THE CONTRACTOR'S FAILURE TO COMPLY wiTH THESE REQUIREMENTS.

C. THE CONTRACTOR SHALL BE RESPONSIBLE FCR ADEQUATE DESIGN AND
CONSTRUCTION OF ALL FORMS AND SHCORING REQUIRED.

5. THE CONTRACTOR SHALL NOTIFY THE ENGINEER WHERE A CONFLICT OR DISCREPANCY
OCCURS BETWEEN THE STRUCTURAL DRAWINGS AND ANY OTHER PORTICN OF THE
CONTRACT DOCUMENTS OR EXISTING FIELD CONDITIONS. SUCH NOTIFICATION SHALL
BE GIVEN IN DUE TIME SO AS NOT TC AFFECT THE CONSTRUCTION SCHEDULE. IN CASE
OF A CONFLICT BETWEEN STRUCTURAL DRAWINGS AND SPECIFICATIONS THE MORE
RESTRICTIVE CONDITION SHALL TAKE PRECEDENCE UNLESS WRITTEN APPROVAL HAS
BEEN GIVEN FOR THE LEAST RESTRICTIVE. CONTRACTOR SHALL VERIFY ALL DIMENSIONS
WITH PROJECT DOCUMENTS PRIOR TO COMMENCING ANY WOQORK.

6. WHERE NO SPECIFIC DETAIL IS SHOWN, THE CONSTRUCTION SHALL BE IDENTICAL OR
SIMILAR TO THAT INDICATED FOR LIKE CASES OF CONSTRUCTION ON THIS PROJECT.
SHOULD THERE BE ANY QUESTION, CONTACT THE ARCHITECT AND ENGINEER PRIORTO
PROCEEDING.

7. CONTRACTOR SHALL PROVIDE AN ALLOWANCE EQUAL TO 2% OF THE BID FOR
REINFORCING STEEL TO BE USED AT THE DISCRET!ION OF THE ENGINEER UNUSED
AMOUNT TG REVERT TO THE OWNER UPON COMPLETION CF THE JOB.

8. ANY SUBSTITUTIONS OR ALTERNATE DETAILS SHALL BE REVIEWED BY THE
ARCHITECT/ENGINEER. SUCH REVIEW WILL REQUIRE A TIME AND MATERIALS CONTRACT
TO BE SET UP WITH THE GENERAL CONTRACTOR WITH NO GUARANTEE THAT THE
SUBSTITUTION WiLL BE ALLOWED.

9. DO NOT SCALE DRAWINGS. CONTACT THE ARCHITECT OR ENGINEER FOR ANY
DIMENSIONS NOT SHOWN.

STRUCTURAL MATERIALS:

1. CONCRETE: THE SPECIFIED CONCRETE IS FOR USE IN THE SWIMMING POOL FLOORS. AT
CONTRACTOR'S OPTION, POOL FLOORS MAY BE CONSTRUCTED USING SHOTCRETE.
A. NORMAL WEIGHT CONCRETE SHALL BE MIXED AND PROPORTIONED IN ACCORDANCE
WITH ACI 301, CEMENT TO AGGREGATE, IN DRY WEIGHT, SHALL NOT BE LESS THAN
1:5.
MINIMUM COMPRESSIVE STRENGTH, F'C, SHALL BE 4,000 PSI @ 28 DAYS
SLUMP: 3" + 1"
AGGREGATE: 1 INCH MAX. SHALL CONFORM TO ASTM C-33
CEMENT CONTENT: 600 LBS/YDS MIN. CEMENT TO MEET ASTM C-150 AND BE TYPE V.
W/C RATIO: 0.45 MAX
AIR CONTENT: 5-7%
SHRINKAGE AT 28 DAYS {PER ASTM C-157) SHALL NOT EXCEED 0.055% FOR DRY
CURING.
CONCRETE SHALL BE PLACED ON OR AGAINST FIRM UNDISTURBED SOIL.
CONCRETE MIX DESIGN SHALL BE PREPARED BY AN INDEPENDENT LABORATORY AND
REVIEWED BY THE STRUCTURAL ENGINEER.
K. CONSOLIDATE CONCRETE PLACED INFORMS BY MECHANICAL VIBRATING EQUIPMENT.
USE EQUIPMENT AND PROCEDURES FOR CONSOLIDATION OF CONCRETE IN
ACCORDANCE WITH THE RECOMMENDED PRACTICES OF ACI 309 TO SUIT THE TYPE OF
CONCRETE AND PROJECT CONDITIONS.
2. SHOTCRETE: THE SPECIFIED SHOTCRETE IS FOR USE IN THE SWIMMING PCOL RADIUS. AT
CONTRACTOR'S OPTION, POCL FLOORS MAY ALSO BE CONSTRUCTED USING SHOTCRETE.
A. SHOTCRETE SHALL BE PLACED AND PROPORTIONED ACCORDING TO C.B.C. SECTION
1910 AND ACI 506, CEMENT TO AGGREGATE, IN DRY WEIGHT, SHALL NOT BE LESS
THAN ONE TO FIVE. IF SHOTCRETE IS TO BE PLACED OVER MULTIPLE DAYS,
CONSTRUCTION JOINTS SHALL BE PREPARED PER AC! 506R SECTION 5.7.2.
MINIMUM COMPRESSIVE STRENGTH, F'C, SHALL BE 4,000 PSI @ 28 DAYS
AGGREGATE: 3/8" MAX
CEMENT CONTENT: 600 LBS/YDS MIN.
W/C RATIO: 0.45 MAX
AIR CONTENT: 5%-7%
. SHRINKAGE AT 28 DAYS (PER ASTM (C-157) SHALL NOT EXCEED 0.055% FOR DRY
CURING.
H. SHOTCRETE RERCUND SHALL BE REMOVED AND DISCARDED.
. SHOTCRETE SHALL BE PLACED ON OR AGAINST FIRM UNDISTURBED SOIL.
3. REINFORCEMENT:
. USE C.B.C. SECTION 1910 AND ACI 318 CHAPTER 7 AS A GUIDELINE.
REINFORCEMENT SHALL BE ASTM- A615 GRADE 60 OR BETTER.
LAP SPLICES SHALL BE 60 BAR DIAMETERS.
NON-CONTACT LAP SPLICING SHALL BE UTILIZED IN ACCCRDANCE WITH C.B.C. FOR
SHOTCRETE CONSTRUCTION. MAINTAIN MINIMUM 2" CLEAR SPACING BETWEEN
REINFORCEMENT.
3" MIN COVER FOR REINFORCEMENT TO SOIL.
ALL PREHEATING AND WELDING OF REINFORCING BARS SHALL BE DONE IN
ACCORDANCE WITH AWS D1.4 LATEST EDITION AND SHALL BE CONTINUALLY
INSPECTED BY A QUALIFIED LABORATORY. CONTRACTOR SHALL FURNISA TO THE
LABORATORY, REBAR MILL CERTIFICATES, WELD ELECTRODES SHALL BE EPOXY UNLESS
SPECIFICALLY NOTED OTHERWISE.
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CRACK REPAIR:

1. SHRINKAGE CRACK TOLERANCE: 0.02". CRACKS TO BE REPAIRED SHALL BE V-NOTCHED TO A
MINIMUM DEPTH OF 3/4" AND FILLED WITH PATCHING MORTAR PRIOR TO PLASTER.

REMODEL NOTES:

1. WHERE NEW SHOTCRETE/CONCRETE IS PLACED AGAINST EXISTING CONCRETE OR
SHOTCRETE, THE INTERFACE SHALL BE CLEAN AND FREE OF LAITANCE. THE INTERFACEISTO
BE INTENTIONALLY ROUGHENED TO 1/4" AMPLITUDE. ALL LOOSE OR DETERIORATED
MATERIAL IS TO BE REMOVED. (E) CONCRETE/SHOTCRETE TO BE AT A STANDARD
SATURATED SURFACE DRY CONDITION AT THE INTERFACE PRIOR TO PLACEMENT ON {N})
CONCRETE/SHOTCRETE. APPLY BONDING AGENT SUCH AS CEMENT PASTE TO INTERFACE
PRIOR TO (N) SHOTCRETE PLACEMENT.

2. EPOXY TO BE SELECTED FROM THE FOLLOWING LIST OR AN APPROVED EQUAL. ALL HOLES
SHOULD BE BLOWN OUT WITH COMPRESSED AIR PRIOR TO INSTALLING EPOXY TO ENSURE
GOOD BONBD. INSTALL EPOXY PER MANUFACTURERS ICC REPORT,

SIMPSON SET-XP ICC-ES REPORT ESR-2508
HILT! HIT-HY 150 MAX-5D ICC-ES REPCRT ESR-3013

TESTING & INSPECTIONS:
1. TESTS AND INSPECTIONS SHALL BE PROVIDED BY A QUALIFIED TEST
AGENCY AS REQUIRED BELOW AND SHALL CONFORM TO THE
REQUIREMENTS OF THE 2013 C.B.C. SECTION 1701A.

TEST INSPECTIONS

24 REINFORCEMENT STEEL % REINFORCEMENT PLACEMENT
CONCRETE (EVERY 50 YDS) FIELD WELDING

SHOTCRETE {TEST PANEL) EPOXY REINFORCEMENT INSTALLATION
(1 PANEL/50 YDS/DAY) B SHOTCRETE/CONCRETE PLACEMENT

ABBREVIATION LEGEND

TYP - TYPICAL MIN - MINIMUM

EMBED - EMBEDMENT MAX - MAXIMUM

CLR - CLEARANCE VERT. - VERTICAL

CNTR - CENTER HORIZ. - HORIZONTAL
SCH - SCHEDULE TRANS. - TRANSVERSE
O.C. - ON CENTER LONG. - LONGITUDINAL
E.W. - EACH WAY REINF. - REINFORCEMENT

U.N.O. - UNLESS NCTED OTHERWISE
S.A.D. - SEE ARCHITECTURAL DETAILS
LAB - LENGTH OF ALTERNATE BARS

Approval is for exact work shown oniy.
All work not specifically detailed is NOT
permitted. Any proposed change in work
15 not permitted until a revised drawing
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(E) S.S. GUTTER TO REMAIN OR BE REMOVED
AND REINSTALLED PER MANUFACTURER'S

DRILL & EPOXY (N) REINF. INTO
(E) POOL SHELL. 6" MIN EMBED.
SEE REMODEL NOTE 2, TYP —\

(E) POOL FLOCR TO REMAIN ‘\
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(N} 6x6 WATERLINE TILE \

(N} PLASTER FINISH

(N) REINF. #4 @ 12" O.C.E.W. T A =
4'-6" MAX d
3" 5 |

(N) 12" MIN RADIUS

THICKNESS TO MATCH |
(E) FLOOR OR 8" MIN.

= (E) GRAVEL BACKFILL
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(E) POOL SHELL TO REMAIN
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1% MIN NOTCH, TYP - - {E) POOL WALL TO REMAIN
(N) #4 BARS @ 12" O.C.

x DRILL & EPOXY (N} REINF. INTO

(E) POOL SHELL. 34" MIN EMBED.
- SEE REMODEL NOTE 2, TYP

2 ROUGHEN & PREPARE PER

(N) 12" MIN RADIUS

(N) PLASTER FINISH
REMODEL NOTE 1, TYP
R ) o N
(E) POOL FLOOR TO REM A;;%’A K AN (N) SHOTCRETE TO FORM RADIUS
i“ T H
(E) GRAVEL BACKFILL —  _| Al

ROUGHEN & PREPARE PER
REMODEL NOTE 1, TYP

MIN. WiDTH PER PLAN
(N} CONCRETE SECTION

ol e e e

(N} FLOOR REINF. TO MATCH
(E) REINF. OR#4 @ 6" O.C.EW.

WHICHEVER IS MIORE DENSE —

{N} PLASTER FINISH
DRILL & EPOXY (N) REINF. INTO

(E) POOL SHELL. 6" MIN EMBED.

SEE REMODEL NOTE 2, TYP
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adius

| To Floor |

N.T.S.

Expansion Joint/Floor Replacement

MIN. WIDTH PER PLAN
(N} CONCRETE SECTION

(N) PLASTER FINISH

(N) FLOOR REINF. TO MATCH
(E) REINF. OR #4 @ 6" O.C.E.W.

WHICHEVER IS MORE DENSE —

%

SLOPE FLOOR

MAIN DRAIN & SUMP REQUIREMENTS

SLOPE FLOOR

(N) FLOOR REINF. TO MATCH
— (E) REINF. OR #4 @ 6" O.C.E.W. ROUGHEN & PREPARE PER
(7)) /N WHICHEVER IS MORE DENSE — / e REMODEL NOTE 1, TYP
S
PSP
Wi _"* 5 3[! _?
SHELLTO REMAIN —  THICKNESS TO MATCH
(E) FLOOR OR 8" MIN. (E) POOL FLOOR REINF. TO REMAIN

—aly

THICKNESS TO MATCH _?
{(E) FLOOR OR 8" MIN.

I et S S N

R R

THICKNESS TO MATCH |
(E) FLOOR OR 8" MIN.

— AS NEEDED PER ORIGINAL PLANS

__ (E) GRAVEL BACKFILL TO REMAIN
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POOL LAYOUT PLAN GENERAL NOTES:

1. POOL FINISH PER OWNER.

2. LAYOUT PLAN IS TO BE USED IN CONJUNCTION WITH THE POOL STRUCTURAL PLANS
(SP1.0). REFER TO THOSE PLANS FOR INFORMATION NOT SHOWN.

3. ALL DIMENSIONS SHALL BE VERIFIED PRIOR TO START OF WORK. ANY DISCREPANCIES
SHALL BE REPORTED TO THE ENGINEER.

4. OVERALL DIMENSIONS SHOWN ARE FROM THE OUTSIDE FINISH OF THE POOL WALLS &
FLOORS.

5. FEATURES OR EQUIPMENT DIMENSIONS ARE FROM CENTER TO CENTER.

6. DEPTH MARKERS AND WARNING SIGNS ARE SHOWN IN APPROXIMATE EXISTING
LOCATIONS. DEPTH MARKERS AND WARNING SIGNS MAY NOT EXCEED 25'-0" APART PER
LOCAL CODE. NO DIVING WARNING SIGNAGE ONLY REQUIRED WHEN POOL DEPTH IS
LESS THAN 6 FEET.

7. IFEGUARD EQUIPMENT SHALL BE PROVIDED AS REQUIRED BY CODE GOVERNING
AGENCY.

8. ALL METAL COMPONENTS TC BE BONDED & GROUNDED PER C.E.C.

9. ALL APPLICABLE STATE AND LOCAL LAWS AND CODES SHALL BE FOLLOWED.
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AQUATIC DESIGN

POOL ENGINEERING
STRUCTURAL
POOL LAYOUT PLAN LEGEND
| GEOTECHNICAL
SYMBOL § CALLOUT POOL EQUIPMENT DETAIL | CNVIRONMENTAL
X (DM} DEPTH MARKER 4/sP2.1 | INSPECTIONS & TESTING
& LABORATORY SERVICES
NO DIVING SIGNAGE 4/sP2.1
HANDRAIL 1/5P2.1
L] RECESSED STEPS & GRAB RAILS | 2/5P2.1
£za
= | LANE MARKER AND WALL TARGET | 6/5P2.1
ADA ACCESS LIFT 3/sP2.1 __;
O e
: O
(MD) MAIN DRAIN 7/5P2.1 & o
Z |2 =5
< | &
—d % < 2 <
POOL LAYOUT EQUIPMENT SCHEDULE al ; e 5 & 5
1
—_ | 29 8 u?
EQUIPMENT QTyY MODEL/DESCRIPTION ;9:“- % § o %
2 |E03F 53
i . . . : . O Z Qu o U
Depth Markers 18 New 6"x6" Dal-Tile unglazed slip resistant with contrasting lettering > = g NN
= >0 k=
=0 E .
No Diving Signage 9 New 6"x6" Dal-Tile unglazed slip resistant with contrasting lettering { % = ::) U = ::)
] o« ™~n0
Cld<aom<
Recessed Steps 4 Existing to be preserved and re-used 1 Vs> 27>
o (AN} > LLl
- O | za =2
Grab Rails 8 Existing to be preserved and re-used O =
O |9 3
Handrails 2 Existing to remain a ) S
< -
ADA Access Lift 1 Existing to remain e ;
=
Water Test Kit i New Taylor Complete 2005
Rescue Poles i Existing to be preserved and re-used
Life Rings 1 Existing to be preserved and re-used
Lene Line Markers 2 New 1"x1" Mosiac slip resistant ceramic tile
Wall Targets 2 New 1"x1" Masiac slip resistant ceramic tile :
REV: DATE | DESCRIPTION
Main Drains 2 Existing to remain 6/16/16 HD Comments
7i13/186 BD Comments

Pool Layout Plan
1/8" = 1'-0"

POOL FINISH SCHEDULE

Plaster Finish 1/2" White Marcite

Water Line Tile 6"x6" Glazed Dal-Tile with contrasting depth marking letters

Step Trim Tile 2"x2" Mosiac Dal-Tile unglazed slip resistant

Deck Depth Marker Tile 6"x6" Dal-Tile unglazed slip resistant with contrasting lettering

R

CONSTRUCTION SET

Lane Line Marker Tile 1"x1" Mosiac Dal-Tile unglazed slip resistant

Wall Target Tile 1"x1" Mosiac Dal-Tile unglazed slip resistant

Main Drain Trim Tile

2"x2" Mosiac Dal-Tile unglazed slip resistant

All final color selections to be made by owner/architect
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{N) 2"x2" UNGLAZED CERAMIC
TILE OVER %" MORTAR BED

(E) MAIN DRAIN
— GRATING TO REMAIN

]

NOTE:

{N) 6"x6" SLIP RESISTANT CERAMIC TILE OVER
1" MORTAR BED W/ INTERNATIONAL "NO DIVING"

— FINISHED POOL
SYMBOL (RED CIRCLE WITH SLASH OVER DIVER) — |

— DECK EDGE

e
s .
:

) EIVIING

{N) 6"x6" SLIP RESISTANT
CERAMIC TILE OVER 1" MORTAR
BED W/ CONTRASTING LETTERS

(N) 6"x6" SLIP RESISTANT
CERAMIC TILE OVER 1" MORTAR |
BED W/ CONTRASTING LETTERS —

POOL DECK TILE

(N) 6"x6" GLAZED CERAMIC
TILE OVER 1" MORTAR BED

TOP OF DECK
_$ W/ CONTRASTING LETTERS

]
i J

e T

(E) STAINLESS
STEEL HANDRAIL

| (E) WEDGE RAIL
a ANCHOR, TYP EACH END

| ﬂ‘.‘.:..m o~

(N) 2"x2" CONTRASTING TRIM TILE

L
M

||]4
/.
stk / o
t_\ij

WITHIN 2" FROM EDGE OF EACH STEP

4"

e

LN

(N) PLASTER FINISH

- 2'-0" MAX =~

(E) POOL SHELL

N':\O'ther C)fficé Projects\2016\0then\BE\BE165003-Nevada City Community Pool-CAD\BE 165003-Nevada City Commuhity~Pool Répair.dwg July/15/2016 11:17 AM By:Nunez, Elias D.

1. GRATE OPENING CANNOT EXCEED 1/2" IN THE DIRECTION OF I [ 1 =
TRAVEL PER CBC 1124B.4 & 1133B.7.2 (N) 6"x6" GLAZED CERAMIC
2. GRATE, FRAME AND SUMP MUST BE COMPLIANT WITH THE VIRGINIA —— TILE OVER 1" MORTAR BED
/ NOTE: EXISTING STAIRS ARE COMPLIANT Wi
GRAEME-BAKER POOL AND SPA ACT (ASME/ANSI A112.19.8a:2008). WATERLINE TILE C.B.C. CH31B REQUIREMENTS AND ARE TO g?MA[N
3. SET FRAME PRIOR TO CONCRETE. o :
Marker Locations Pool Entry Stairs }
N.T.S. o) -
v |8 Q
— | L <
2 = 4
- % < s <
n__ ] = o Pl
—6 4@2%;—15" E = EE ftmé
LE]
(E) STAIN! £S5 STEEL GUTTER . “WIAIN ? (E) STAINLESS hER LUl
g STEEL GRAB RAILS = s aZ EF >
CREEREER
i s g
- | (E) WEDGE RAIL % 2 £ % = O E
. . / ANCHOR, TYP EACH END ] |SZ5 Ca g
“‘-»\\\ f~
? . i 4 , ' o X 2 g - g
— ? o E U= = < s
: v T S - |z zZ =z
(N) 6x6 WATERLINE TILE —— = e O |IC =
:‘ {N) 6x6 WATERLINE TILE — o
O = O
0. < >
3 ~ =
4" @ e U
< 4 V Z
. (E) POOL SHELL e —
(N} PLASTER FINISH —— 23 4 |
~—{E) POOL SHELL
(E) RECESSED STEPS TO REMAIN -
(N) PLASTER FINISH —=
iy 1255 %
REV: DATE ~ DESCRIPTION
- NOTE: omments
NOTE: EXISTING PERIMETER OVERFLOW SY<™ AP ANT * -ALL WATER TILE TO BE GLAZED CERAMIC TILE OVER 1" MIN MORTAR BED NOTE: EXISTING RECESSED STEPS ARE COMPLIANT WITH | o oere e
WITH C.B.C. CH31B RE TNTG AT ;e | _ALL DECK TILE TO BE SLIP RESISTANT CERAMIC TILE OVER 1" MIN MORTAR BED C.B.C. CH31B REQUIREMENTS AND ARE TO REMAIN. % Trene BD Comments
Pool Depth Marker Tile Pool Recessed Steps A
N.T.S. N.T.S. N.T.S.
B
ADA LIFT NOTES: o 1]
i * 1. DETAIL USED TO SHOW MINIMUM CLEARANCE | ; CONSTRUCTION SET
} REQUIREMENTS. DOES NOT ILLUSTRATE SPECIFIC f | |
> ADA LIFT MODEL USED. | E |
2. SEAT SHALL HAVE 300 LBS MIN. LIVE LOAD CAPACITY. | |
3. SEAT SHALL HAVE AN OCCUPANT RESTRAINT J | -
(N) 6x6 WATERLINE TILE — 5'-0" DISTANCE ’ MEETING THE 2013 CBC 1117B.6, ITEMS 1-4. A > | | MINIMUM CLEARANCE ; =
TO FINISHED WALL 4. SEAT SHALL LOWER OPERATOR 18" MIN. BELOW O $O REQUIRED FORADALIFT | &
! SURFACE OF WATER. CONTRACTOR TO CONFIRM. o D
-% - > E |
8 i |- |
'3: / | 12" (o 0) i
i ? o= R VT N e | s |
- ) 17" < ; = § ] ‘ Signature Date:7/15/2016
E:’) g é B i T e Mii - 4
e (N) 1"x1" SLIP RESISTANT & o { o
f UNGLAZED CERAMIC | & | 3-0"MIN :
TILE WITH %" MORTAR = l Project No:
L BED, COLOR PER ARCH = i BE165003
1 { 8 | Scale:
! & | \ AS NOTED
V (E) ADA LIET TO REMAIN Dato:
et — 12“ JEI S 12" [ 14 — br— " P 12!1‘ o 121} . (_'_ ate.
12 12 // 07/15/16
3-0 30 Drawn By: _
- E. NUNEZ
Designed By: '
WALL TARGET FLOOR LANE
e B. ROGERS
Lane Marker & Wall Target ADA Pool Lift Requirements X NP 2
3/4" = 1-0" ] ONTS. h ®
/ . /
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GROUND BUS IN
~—— POOL/SPA PANEL

GROUND BUS IN POCL/SPA
/ J-BOX, TYPICAL TO ALL UNITS

#8 SOLID BARE COPPER i ,__

WIRE, TYPICAL TO ALLUNITS —= -
#8 SOLID COPPER
CONDUCTOR INSULATED

HEATER WITH FLOW SWITCH, ©
TYPICAL TO ALL UNITS., —ie
! |

I H

CHEMICAL CONTROLLER,

TYPICAL TO ALL UNITS

#8 SOLID COPPER
CONDUCTOR INSULATED

PUMPS, TYP
TO ALL UNITS

| #8 SOLID BARE
COPPER WIRE —m«;/

________ _ ___/
]

#8 SOLID COPPER
CONDUCTOR INSULATED

ANY METAL PARTS OF ELECTRICAL EQUIPMENT (PUMPS,

HEATERS, CHEMICAL CONTROLLERS, AND EQUIPMENT

ANCHORS) IN CONTACT WITH POOL WATER CIRCULATION
SHALL BOND & GROUNDED TO POCL SHELL PER 2010 C.E.C. —

#8 SOLID BARE
COPPER WIRE

POOL REINFCRCEMENT

]
|
EQUIPMENT GROUNDING : :
CONDUCTOR #8 SOLID | %
INSULATED COPPER ———{ | GRAB RAILS WHERE OCCUR
! % ADA LIFT ANCHOR,
| i DETAIL SHOWN IN DIAGRAMMATIC FORM TYPICAL FOR ALL UNITS
|
| * TO INDICATE WORK TO BE DONE RATHER g&%ﬁ:iﬁmﬁ@wm
| | THAN SHOW EXACT POOL SECTION
( ﬁ%/&: = _ﬂﬁ\—/h‘ﬁf&{;—/@": h 4 #' L}J&. - ”"'-z"
" BOND & GROUND GRAB S =
N s RO LT
#8 SOLID INSULATED CABLE, COPPER WIRE, TYPICAL,
TYPICAL TO ALL UNITS " (POSTS, LIFT ANCHORS, ETC.) WITH
l #8 BARE COPPER WIRE, TYPICAL.
— RN BOND & GROUND
N

HANDRAILS WITH #8 BARE
COPPER WIRE, TYPICAL.

BRONZE BONDING

_ — —— CLAMP U/L APPROVED
FOR CONCRETE

/ EMBEDMENT

\#8 COPPER S~ v
/ BONDING WIRE S
: j
BRONZE PRESSURE /
CONNECTOR ; #8 COPPER BONDING WIRE o
\ / '\ P e
N\ Vs ~. -7
\ . y e
- -

TYPICAL BONDING
TO REINFORCEMENT

TYPICAL BONDING

PER ARTICLE 680.26 OF THE 2013 CALIFORNIA ELECTRICAL CODE {C.E.C.).

TO COMPONENTS

POOL BONDING & GROUNDING NOTES:

1. POOL CONTRACTOR SHALL BE RESPONSIBLE FOR BONDING OF ALL EQUEPMENT
AND METAL ITEMS IN OR NEAR THE POOL, INCLUDING: LIGHTS, NICHES, RALINGS,
ADA LIFT ANCHORS, REINFORCING STEEL, ETC. WITH A #8 BARE GROUND WIRE.
ALL BONDING SHALL BE PERFORMED IN ACCORDANCE WITH ARTICLE 680.26 OF
THE 2013 CALIFORNIA ELECTRICAL CODE (C.E.C.). :

2. POOL CONTRACTOR SHALL PROVIDE FIRST 4'-0” OF CONDUIT AND SUFFICIENT
LENGTH OF CORD FROM EACH UNDERWATER LIGHT TO ITS J-BOXAND TO ALLOW
FOR LIGHT TO REACH DECK FOR RE-LAMPING.

3. POOL CONTRACTOR SHALL PROVIDE AND INSTALL (PER 2013 C.E.C.) SPATIMER
AND EMERGENCY SHUT-OFF SWITCH.

4. ELECTRICAL WIRING OR POWER SUPPLY LINES SHALL NOT BE ROUTED
UNDERGROUND BENEATH THE POOL OR SPA SHELL.

5. NO OUTLETS SHALL BE LOCATED WITHIN 10 FT OF POOL. ALL OUTLETS 10 FTTO.20
FT FROM POOL TO BE G.F.I. PROTECTED. G.F.l. PROTECTION MUST BE PROVIDED
PER NEC AND IN COMPLIANCE WITH LOCAL CODES FOR ALL LIGHTING CIRCUITS,
MQTORS, EQUIPMENT, OUTLETS, AND ELECTRICAL CIRCUITS IN THE POOL AREA.

6. ELECTRICAL CONTRACTOR SHALL PROVIDE ELECTRICAL SERVICE AND :
CONNECTIONS TO ALL PUMP MOTORS, CIRCUIT BREAKERS, DISCONNECTS,
PANELS, RELAYS, CONTROLLERS, HEATERS, OR OTHER POOL EQUIPMENT IN
EQUIPMENT ROOM.

7. ELECTRICAL CONTRACTOR SHALL PROVIDE BONDING AND GROUNDING OF POOL
AND SPA EQUIPMENT TO BONDING GRID IN POOL SHELL PER 2013 C.E.C. ‘

8. ELECTRICAL CONTRACTOR SHALL INTERLOCK THE CIRCULATION PUMP WITH THE
CHEMICAL FEEDERS AND WITH THE HEATER IF A FLOW SWITCH IS NOT INSTALLED
ON THE HEATER.

9. ELECTRICAL CONTRACTOR SHALL PROVIDE CONDUIT FROM J-BOX TO LIGHT NICHE
(EXCEPT FIRST 4'-0” AT NICHE, PROVIDED BY POOL CONTRACTOR) AND PROVEDE
JUNCTION BOX AND HOOK UP.

10. ELECTRICAL CONTRACTOR SHALL PROVIDE LIGHT SWITCHES FOR UNDERWATER
LIGHTS IN A LOCATION WHERE THEY ARE NOT ACCESSIBLE BY BATHERS. (SWITCH
LOCATION DETERMINED BY OWNER / ARCHITECT).
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& 81618 HD Comments
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